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U.S. Department 400 Seventh Street, S.W.
of Transportation | AEA CERTI FI CATE OF COVPETENT AUTHORI TY Washington, b.€. 2050
Pipeline and SPECI AL FORM RADI OACTI VE MATERI ALS

Hazardous Materials CERTI FI CATE USA/ 0245/ S-96, REVI SI ON 10

Safety Administration

This certifies that the sources described have been denonstrated to neet the
regul atory requirenents for special form radioactive material as prescribed
in the regulations of the International Atom c Energy Agency! and the United
States of Anmerica? for the transport of radioactive material.

1. Source ldentification - Elekta AB Mbdel s 43047, 43685 and 1000029.

2. Source Description - Cylindrical double encapsul ations nmade of Type
303 stainless steel (Mdel 43047) or Type 316L stainless steel (Mdels
43685 and 1000029) and seal welded. Approxinmate outer dinensions are
either 7.98 mm (0.314 in.) or 7.99 mm (0.315 in.) in dianmeter and 27.2
mm (1.07 in.) in length. Construction shall be in accordance wth
attached Elekta Instrunment Drawing Nos. 43047 (Mdel 43047), 43685
(Model 43685), or 1000029 (Model 1000029).

3. Radi oactive Contents - No nore than 2.22 TBq (60.0 C) of Cobalt-60 in
the formof metal pellets, a solid rod, or powder.

4. Quality Assurance - Records of Quality Assurance activities required
by Paragraph 310 of the | AEA regul ati ons® shall be naintai ned and nade
available to the authorized officials for at |least three years after
the last shipment authorized by this certificate. Consignors and
consignees in the United States exporting or inporting shipnments under
this certificate shall satisfy the requirenents of Subpart H of 10 CFR
71.

5. Expiration Date - This certificate expires on May 31, 2011. On July
31, 2006, this certificate supersedes all previous revisions of
USA/ 0245/ S- 96.

1 "Regulations for the Safe Transport of Radioactive Material, 1996
Edition (Revised), No. TS-R-1  (ST-1, Revi sed) , " published by the
International Atom c Energy Agency(lAEA), Vienna, Austria.

2 Title 49, Code of Federal Regulations, Parts 100-199, United States of
Aneri ca.



(- 2-)
CERTI FI CATE USA/ 0245/ S-96, REVI SI ON 10

This certificate is issued in accordance wth paragraph 804 of the |AEA
Regul ations and Section 173.476 of Title 49 of the Code of Federal
Regul ations, in response to the Mirch 31, 2006 petition by MDS Nordion,
Otawa, Ontario and in consideration of other information on file in this

Ofice.

Certified By:
% May 04 2006

Robert A. McQuire ( DATE)

Associ ate Administrator for Hazardous Materials Safety

Revi sion 10 - I ssued to add new nodel .
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1) Gastdt svéts utan tillsatser/ Gas tight weld without additives

/|

Kapseln tolkas med tolerans #8H7x0 efter

svetsning for att passa i bussning vid montering.

The capsule to be checked after welding with

a tool having hole tolerance #8H7%0.

Not/ Note: Teknisk specifikation/Technical Specification Art.No. 9-01863 0.010
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Kapseln tolkas med tolerans ¢8H7iQ efter :
svetsning for att passa i bussning vnd.“mon.tenn .
The capsule to be checked after welding with
a tool having hole tolerance #8H710.
1) Gastdt svets utan tillsatser/ Gas tight weld without additives
2) Pluglingd efter behov/ Plug length as required
Not/ Note: Teknisk specifikation/Technical Specification Art.No. 901863 0010
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a tool having hole tolerance #8H710. - :
1) Gastdt svets utan tillsatser/ Gas tight weld without additives
2) Plugldngd efter behov/ Plug length as required
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